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Mild Steel Sheets

Hot Rolled Commercial Quality '

The commercial steel specifications are suitable for
general engineering applications where modera:
forming, bending and drawing are involved.

Commercial quality is supplied with only an analy
certificate.

Welding: These steels are readily weldable using
7
arc welding processes with normal precautions.

Dimensions Unit Mass Per Sheet
mm
1850x925 22.01 273 34.39 41.27
1850x 1225 29.15 36.44 45.55 54.66
2450x925 29.15 36.44 45.55 54.66
2450x 1219
2450x 1225 38.60 45.84 60.32 72.38 108.57
2450x 1500 73.86 88.63
2450x 1800 106.36
3000x 1500 90.44 108.53 144.70
3000x 1800 130.23 173.64
3050x925 68.04
3050x 1225 48.06 60.07 75.09 90.11
3650x925 81.43
3650x 1225 57.51 71.89 89.86 107.83
3650x1500 110.03 132.04
3650x 1800 158.45
4000x 1800 173.64 23RS
5000 x 1800 217.05
HOT ROLLED PRODUCTS are also available in coil, WE CUT TO SIZE - High Definition Plasma Cutting
cut to length, blanked or slit to specification other grades. « Laser Cutting « Guillotine « CNC Bending
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